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1. Packing List

Item Unit
4K HDMI Video Recorder PCS
USB TYPE C Power Adapter PCS

USB-C Cable PCS
Remoter PCS
Quick Start Guide PCS
Cold Shoe PCS

2. Device Interface Description

1 Tally/Status TF Card

2 USB TYPE C, Power Input Only HDMI Out/Loop Out
3 LAN/PoE+ USB Port

4 DC Out* 10 Audio Input

5 HDMI In 11 Audio Output

6 LCD Screen

* Note:

It is forbidden to use the DC Out interface to supply power to
ZowieBox. It may damage the ZowieBox. DO NOT remove DC
Out Cap before reading the instruction manual.

3. LCD Screen Information

ZowieBox will refresh the screen information according to status.

Record Screen

Record LRY®&
VI: 2160p30

File: sdcard_0_... . REC

TF Free: 24 GB

Replay Screen

Replay

VO : 2160p30
Path: /mnt/sdca...
TF Free: 24 GB

Working Mode Hotspot Status
Input Resolution LAN Status
3 File Name 10 Recording status
4 Disk Free 11 Output Resolution
5] Loop out 12 File Path
6 Tally color 13 Replay Status
7 WIFI Status 14

When not in recording mode, the screen will display encoding and
decoding information

Encoder Screen

Encoder
VI: 1080p60 p» Okbps

Stream : ZowieBox-12126
IP: 192.168.1.126 DHCP

Decoder Screen

Decoder LRY@®&
CPU:59°C/138°F

Mem Free: 838MB

Disk Free: ---

Working Mode Memory Free
Input/ Output Resolution Disk Free
Encoder/ Decoder Bitrate Loop Out
Stream Name 11 Tally Color
IP Address 12 WIFI Status
DHCP Status 13 Hotspot Status
7 CPU Temperature 14 LAN Status

Notes:
1.Record mode is the same as encoder mode, replay mode is
the same as decoder mode.

4. Device Installation
4.1 Device Installation

1) Connect Video Signal

Connect the HDMI signal from a video source (such as a camera) to the
HDMI input port of the ZowieBox through a HDMI cable. Video formats
and resolutions can be automatically detected by ZowieBox.

2) Connect power supply

(1) USB-C

After connected with the power adapter (USB-C ),the LCD Screen will be
on and the ZowieBox starts working .

(2) PoE

ZowieBox can also be powered by Power over Ethernet (PoE/PoE+).You
needn't prepare a power adapter. To take advantage of PoE, the LAN
cable has to be connected to a PoE Network Switch, but at least a CAT5e
LAN cable is required for PoE .

5. Device Operation
5.1 Remote control
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LongPress:Standby C

C Mute/Unmute

Up/Left/Right/Down

Pause/Resume Q
Return
Menu @ @ = Shortcuts Lists
Short press:Rec Short Press:Snapshot
Long Press: Replay @ @

Volume+/- @
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zeu

5.2 Record/Snapshot

After mounting the storage device, click to Record video.And
click(®)to take photos.

After the recording starts, the recording status will be displayed on the
LCD screen

The storage device status will also be displayed on the LCD.

Record LRY®E&
VI: 2160p30

File: sdcard_O_... . REC

TF Free: 24 GB

Click @ to view the current recording status, number of files, and
remaining capacity.status will also be displayed on the LCD.

Icon Description
. Not recording
Recording
>l paused
@ Recording

5.3 Playback

Long press to call up the recording list.
The list will display the file name, start time, end time, file size, and the
number of photos taken during the recording.

Select the file to be played back and click confirm button. After
confirmation, ZowieBox will enter the playback mode







